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Black-Magic™ RT-A3 XP 
 
 
Black-Magic™ RT-A3 XP is a powdered product that is mixed with a sodium hydroxide solution 
to produce Hubbard-Hall's Black-Magic™ RT-A3. 
 
Black-Magic™ RT-A3 XP is added to a newly prepared solution of 38.6% by wt. sodium 
hydroxide.  The sodium hydroxide solution should be prepared with dry sodium hydroxide to yield 
a sufficiently high solution temperature to insure complete reaction of the Black-Magic™ RT-A3 
XP. The sodium hydroxide solution should be made with great care and caution to prevent 
spattering, splashing, and uncontrolled boiling.  All appropriate safety equipment must be worn 
when preparing the 38.6% by wt. sodium hydroxide solution and the addition of the Black-
Magic™ RT-A3 XP. 
 
Black-Magic™ RT-A3 is produced from Black-Magic™ RT-A3 XP by mixing with the 38.6% by wt. 
sodium hydroxide solution in the following ratio: 
 

38.6% by wt. sodium hydroxide  -  100 Liters 
 

Black-Magic™ RT-A3 XP           -  13.4 kilograms 
 
 
The Black-Magic™ RT-A3 XP must be added to the sodium hydroxide solution while it is still hot 
(greater than 150oF). 
 
Upon complete mixing, the solution is allowed to cool and is drummed as Black-Magic™ RT-A3 
for sale. 
 
WARRANTY 
 
THE QUALITY OF THIS PRODUCT IS GUARANTEED ON SHIPMENT FROM OUR PLANT.  IF 
THE USE RECOMMENDATIONS ARE FOLLOWED, DESIRED RESULTS WILL BE 
OBTAINED.  SINCE THE USE OF OUR PRODUCTS IS BEYOND OUR CONTROL, NO 
GUARANTEE EXPRESSED OR IMPLIED IS MADE AS TO THE EFFECTS OF SUCH USE, OR 
THE RESULTS TO BE OBTAINED. 
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